FLANSLI AKIS GOSTERGESI
FLANGED FLOW INDICATOR

GG25 PiK DOKUM / GG25 CAST IRON
GGG40 SFERO DOKUM / GGG40 SPHERO

MALZEME VE BASINC BILGILERI

MATERIALS AND PRESSURE INFORMATION DN15 - 200
GOVDE MALZEMESI: GG25, GGG40 BODY MATERIAL: GG25, GGG40 PN16

CAM: Temperli sekurit cam GLASS: Tempered glass

SIZDIRMAZLIK TEFLONU: Politetrafloretilen (P.T.F.E.) TIGHTNESS ELEMENT: Politetrafioretilen (P.T.F.E.)

CALISMA BASINCI: PN 16 Kg/lcm? WORKING PRESSURE: PN 16 Kg/cm?

CALISMA SICAKLIGI: -30°C/ +180°C WORKING TEMPERATURE: -30°C/+180°C

BAGLANTILAR: EN 1092-1 CONNECTIONS: EN 1092-1

BOYUT: EN 558-1 DIMENSIONS: EN 558-1
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NO PARCA ADI / PART NAME MATERIAL / MALZEME
1 Goévde / Body GG25 Pik Dokiim / GGG40 Sfero Dokim
2 Cam flansi / Glass flanged GG25 Pik Dokiim / GGG40 Sfero Dokim
3 Cam / Glass Temperli sekurite cam / Tempered glass
4 Conta / Seal P.t.f.e. (teflon)
5 Civata / Bolt 8.8
oLcu BOYUT ve BAGLANTI OLGULERI
SIZE DIMENSIONS AND CONNECTION SIZES
MM | INCH L @D ODN K oOF b f oN
15 1/2" 130 95 15 65 46 14 2 14x4
20 3/4" 150 105 25 75 56 16 2 14x4
25 1" 160 115 25 85 68 16 2 14x4
32 1" 180 140 32 100 78 16 2 18x4
40 1" 200 150 40 110 88 16 3 18x4 UYGULAMA ALANLARI
50 2" 230 165 50 125 102 18 3 18x4 Su, kimya, gida
65 | 2 %" 290 185 65 145 122 18 3 18x4 endstriyel uygulamalar, hava ve
80 | 3" 310 200 80 160 | 138 | 20 | 3 18x8 diger gazlar
100 4" 350 220 100 180 158 20 3 18x8 USEGE AREAS
125 5" 400 250 125 210 188 22 3 18x8 Water, chemistry, food, industrial
150 | 6" 480 285 150 240 212 22 3 22x8 applicationsi air and other gases
200 8" 600 340 200 295 268 24 3 22x12

Kursan Valf standartlar igerisinde kalarak dizayn, konstriiksiyon ve malzeme degistirme hakkina sahiptir
Kiirsan Valf has rights to change for design, construction and material of it's products with respect to standards
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