FLANSLIY TiPi PISLIK TUTUCU

FLANGED Y TYPE STRAINER

MALZEME VE BASINC BILGILERI (PN16) (272" - 14")
MATERIALS AND PRESSURE INFORMATION
FigTRE: Paslanmaz gelik AISI304/316 FILTER: Stainless stel AISI304/316
GOVDE MALZEMESI: Paslanmaz Gelik AISI304/316 BODY MATERIAL: Stainless stel AISI304/316
BOSALTMA TAPASI: Paslanmaz Gelik CF8/CF8M DISCHARGE SPILE: Stainless stel CF8/CF8M
SIZDIRMAZLIK TEFLONU: Politetrafloretilen (P.T.F.E.) TIGHTNESS ELEMENT: Politetrafloretilen (P.T.F.E.)
GALISMA BASINCI: PN 16/40 Kg/lcm? WORKING PRESSURE: PN 16/40 Kg/cm?
GALISMA SICAKLIGI: -30°C/ +250°C WORKING TEMPERATURE: -30°C/+250°C
BAGLANTILAR: EN 1092-1 CONNECTIONS: EN 1092-1
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NO PARCA ADI / PART NAME MALZEME / MATERIAL
1 Govde AISI304 / 316
2 Filtre AISI304 / 316
3 Conta P.t.f.e. (teflon)
4 Kapak AISI304 / 316
5 Civata AISI304 / 316
6 Tapa AISI304 / 316
oLCU BOYUT ve BAGLANTI OLCULERI
DIMENSIONS AND CONNECTION SIZES
MM INCH L oD @DN ON B oF
15 1/2" 150 95 15 65 51 14x4
20 3/4" 150 105 20 75 57 14x4
25 1" 160 115 25 85 66 14x4
32 1" 180 140 32 100 78 18x4
40 11" 200 145 40 110 88 18x4
50 2" 230 165 50 125 104 18x4
65 21" 286 185 65 145 150 18x4
80 3" 306 200 80 160 185 18x8
100 4" 345 220 100 180 210 18x8
125 5" 395 250 125 210 250 18x8
150 6" 475 285 150 240 285 22x8
200 8" 595 340 200 295 450 22x12
250 10" 725 405 250 355 530 22x12
300 12" 845 460 300 410 585 22x12
350 14" 995 520 350 470 645 22x16

Kursan Valf standartlar igerisinde kalarak dizayn, konstriiksiyon ve malzeme degistirme hakkina sahiptir
Kiirsan Valf has rights to change for design, construction and material of it's products with respect to standards
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