FLANSLI YAYLI CEKVALF
FLANGED SPRING CHECK VALVE

MALZEME VE BASING BiLGILERI

MATERIALS AND PRESSURE INFORMATION

KURE ve YAY MALZEMESi: Paslanmaz celik AISI304/316 | Stainless stel AISI304/316

GOVDE MALZEMESI: Paslanmaz Celik AISI304/316 veya KARBON C 1040/St 37.2 | Stainless stel AISI304/316 or Carbon C 1040/St 37.2
SIZDIRMAZLIK TEFLONU: Politetrafloretilen (P.T.F.E.) | Politetrafloretilen (P.T.F.E.)

CALISMA BASINCI: PN 16/40 Kg/cm? | PN 16/40 Kg/cm?

CALISMA SICAKLIGI: -30°C/ +250°C | -30°C/ +250°C

BAGLANTILAR: (EN 1092-1) | (EN 1092-1)

-~
584 3 8
1
N 1
4T,
NO PARCA ADI / ITEM MALZEME / MATERIAL
1 Govde AlISI304/316, / Karbon 1040/St 37.2
2 Baglanti pargasi EPDM, Viton, O-Ring
3 Klepe AlISI304/316, Carbon 1040/St 37.2
4 Klepe baski yay! AlISI304/316
5 Conta P.tf.e. (teflon)
6 Somun/Saplama AISI304/316, / Carbon 1040/St 37.2
L BOYUT ve BAGLANTI OLGULERI
OLGu DIMENSIONS AND CONNECTION SIZES
SIZE PN16 PN40
MM | INCH L @D @DN ON f b oM oF @D ODN | ON | f b oM oF
15 12" 130 95 15 65 2 14 M14x4 45 95 15 65 | 2 16 M14x4 | 45
20 3/4" 150 105 20 75 2 16 M14x4 58 105 20 7% | 2 18 M14x4 58
25 1" 160 115 25 85 2 16 M14x4 68 115 25 85 | 2 18 M14x4 68
32 1 %" 180 140 32 100 2 16 M18x4 78 140 32 100 | 2 18 M18x4 78
40 1%" 200 150 40 110 3 16 M18x4 88 150 40 110 | 3 18 M18x4 88
50 2" 230 165 50 125 3 18 M18x4 102 165 50 125 | 3 20 M18x4 | 102
65 2" 290 185 65 145 3 18 M18x4 122 185 65 145 | 3 22 M18x8 | 122
80 3" 310 200 80 160 3 20 M18x8 138 200 80 160 | 3 24 M18x8 | 138
100 4" 350 220 100 180 3 20 M18x8 162 235 100 180 | 3 24 M22x8 | 162
125 5" 400 250 125 210 3 22 M18x8 188 180 125 210 | 3 26 M26x8 | 188
150 6" 450 285 150 240 3 22 M22x8 212 300 150 240 | 3 28 M26x8 | 218
200 8" 550 340 200 295 3 24 M22x12 268 360 200 295 | 3 34 M30x12 | 285

Kursan Valf standartlar igerisinde kalarak dizayn, konstriiksiyon ve malzeme degistirme hakkina sahiptir
Kiirsan Valf has rights to change for design, construction and material of it's products with respect to standards
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